PRELI M NARY - FOR REVI EW ONLY

STANDARD PHRASEOLOGY

SECTI ON A

1. This section of standard phraseol ogy contains the approved standard
phrases to be used when invoking Category Il Standard Itens. The Standard
Item number and title are provided at the top of each phrase or group of
phrases associated with the Standard Itemli st

si
A3 PHRASE DELETED
A5 PHRASE DELETED
A6 PHRASE DELETED

009- 09 PROCESS CONTROL PROCEDURE (PCP); PROVI DE AND ACCOWPLI SH
Acconplish the requirements of 009-09 of 2.1 for

A9

009-11 I NSULATI ON AND LAGAE NG REQUI REMENTS; ACCOWPLI SH

NOTE: NOT TO BE USED FOR | NTERFERENCE REPLACEMENTS COVERED BY
009-23. USE A-11 TO I NSTALL NEW PI PI NG, NMACH NERY, AND HULL
| NSULATI ON AND LAGGE NG

CONSI DERATI ON SHALL BE G VEN TO HI GH TRAFFI C AREAS AS DEFI NED
IN 4.2 CF ML-STD 769.

Acconplish the requirements of 009-11 of 2.1 for

All
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009-12 VEELDI NG, FABRI CATI ON, AND | NSPECTI ON REQUI REMENTS; ACCOWPLI SH

NOTE: Al12b SHALL BE A SUBPARAGRAPH OF Al2a | F MORE THAN A VI SUAL
| NSPECTI ON | S REQUI RED.

Acconplish the requirements of 009-12 of 2.1, including Table , Col umm(s)
, Lines One through .

Al2a
NOTE: Al12b SHALL BE USED ONLY AS A SUBPARAGRAPH TO Al2a. THI'S

PHRASE CANNOT BE USED TO SPECI FY NDT REQUI REMENTS NOT
ASSOCI ATED W TH WELDI NG OR BRAZI NG SEE B25 AND B26.

Acconpl i sh nondestructive testing in accordance with Line

Al2b

Acconplish the requirements of 009-12 of 2.1, including Table , Col umm(s)
, Lines One through , for .

Al2c

009- 13 METERS; REPAI R AND CALI BRATE

Acconplish the requirements of 009-13 of 2.1 for each listed in ,
using 2. __ for guidance.
Al3a

Cali brate and adjust each new neter in accordance with 009-13 of 2.1.

Al3b

009-14  GAGES AND THERMOMVETERS; REPAI R AND CALI BRATE
Acconplish the requirements of 009-14 of 2.1 for each .
Alda

Cali brate and adjust each new gage and/or thernoneter in accordance with 009-
14 of 2.1.

Al4b
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009- 15 ROTATI NG MACHI NERY; BALANCE
Acconplish the requirements of 009-15 of 2.1 for each rotating assenbly.

Al5

009- 16 ELECTRONI C EQUI PMENT; REPAI R

NOTE: | NSERT EQUI PMENT TECHNI CAL MANUAL | N REFERENCES

Accomplish the requirements of 009-16 of 2.1 for the listed in ____,
using 2. __ for guidance.
Al6 MONEY PHRASE MOVED TO B50

009- 17 ROTATI NG ELECTRI CAL EQUI PMENT; REPAI R

NOTE: | NSERT EQUI PMENT TECHNI CAL MANUAL | N REFERENCES.

Acconplish the requirements of 009-17 of 2.1 for the equipnent listed in
1.3. , using 2.__ for guidance.

Al7

009- 22 SHI PBOARD ELECTRI C CABLE;, TEST

Acconplish the requirements of 009-22 of 2.1 for the cable(s) terminating in
the equi pnment listed in

A22
A23a PHRASE DELETED
A23b PHRASE DELETED

009- 25 STRUCTURAL BOUNDARY TEST, ACCOWPLI SH

Acconplish the requirements of 009-25 of 2.1 for prelimnary air test of
Test pressure shall be PSI G

A25a
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NOTE: USE A25b FOR TANKS, VO DS, AND COFFERDAMS. THE ALLOMBLE DROP
OQUNCES PER SQUARE | NCH FOR W RI NG TRUNK AND OTHER SPACES ARE 5
AND 2 RESPECTI VELY.

Acconplish the requirements of 009-25 of 2.1 for air test of . Test
pressure shall be PSIG Maintain test pressure for 15 nminutes for
tenperature stabilization prior to start of test. Hold test pressure for 10

m nutes. Allowable drop in pressure: None.
A25b

NOTE: SALT WATER SHALL BE SPECI FI ED FOR USE ON WOOD.

Acconplish the requirements of 009-25 of 2.1 for the hose test of
Al | owabl e | eakage: None.

A25c

Acconplish the requirements of 009-25 of 2.1 for the vacuum box test of
Al | owabl e | eakage: None.

A25d

009- 26 TELETYPE EQUI PMENT; REPAIR

NOTE: | NSERT EQUI PMENT TECHNI CAL MANUAL | N REFERENCES.

Acconplish the requirements of 009-26 of 2.1 for equipnment listed in ,
using 2. __ for guidance.

A26 MONEY PHRASE MOVED TO B50

009- 27 MATERI AL | DENTI FI CATI ON AND CONTROL (M C) FOR PI PI NG SYSTEMS;
ACCOWPL| SH

Acconplish the requirements of 009-27 of 2.1.

A27

009- 28 METAL SPRAYED COATI NG SYSTEM FOR CORROSI ON PROTECTI ON, ACCOWPLI SH

NOTE: USE WHEN W RE SPRAY ALUM NUM COATI NG VALVES, PIPI NG DECK
HARDWARE, WATERTI GHT DOORS, LI GHTI NG FI XTURES, AND BRACKETS.

Acconplish the requirements of 009-28 of 2.1 for
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A28
009- 30 BO LER SAMPLE TUBES; | NSPECT
Acconplish the requirements of 009-30 of 2.1.

A30

009- 31 BO LER WATERJET CLEANI NG ACCOWPLI SH
Acconplish the requirements of 009-31 of 2.1.

A31

009- 32 CLEANI NG AND PAI NTI NG REQUI REMENTS; ACCOWPLI SH

NOTE: USE A32a WHEN MAIN I TEM IS PRESERVATI ON AND THE TABLES I N
009-32 PROVIDE A CHO CE. USE A32b FOR OTHER PRI MARY
PRESERVATI ON WORK AND TOUCH- UP.  SPECI FY DEGREE OF
PRESERVATI ON, i.e., FOUNDATI ON, NEW AND DI STURBED SURFACES,
NORVALLY PRESERVED SURFACES.

Acconplish the requirements of 009-32 of 2.1, including Table , Line(s)
, for .

A32a

Acconplish the requirements of 009-32 of 2.1 for

A32b

Acconplish the requirements of 009-32 of 2.1, including Table , Line(s)
, Col umm(s) for .

A32c

009- 33 ROTATI NG ELECTRI CAL EQUI PMENT; REW ND

NOTE: | NSERT EQUI PMENT TECHNI CAL MANUAL | N REFERENCES.

Acconplish the requirements of 009-33 of 2.1 for equipnment listed in 1.3._,
using 2. __ for guidance.

A33
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009- 36 CONTROLLER;, REPAIR

NOTE: | NSERT EQUI PMENT TECHNI CAL MANUAL | N REFERENCES.

Acconplish the requirements of 009-36 of 2.1 for each controller listed in
, using 2.__ for guidance.

A36 MONEY PHRASE MOVED TO B50

009- 37 GENERAL PROCEDURES FOR WOODWORK; ACCOWPLI SH

NOTE: | NVOKE I N WORK | TEMS REQUI RI NG WOOD REPAI RS/ NEW | NSTALLATI ONS.

Acconplish the requirements of 009-37 of 2.1 for
A37a
NOTE: A37b SHALL BE USED ONLY AS A SUBPARAGRAPH TO A37a. | NVOKE

A37b WHEN ACCOMPLI SHI NG REPAI RS/ NEW | NSTALLATI ONS OF DECK
PLANK CAULKI NG SEANS.

Caul ki ng compound for deck plank caul king seanms shall be

A37b

009- 38 BO LER DRY LAY-UP, ACCOWPLI SH

Acconplish the requirements of 009-38 of 2.1 for

A38
A39 PHRASE DELETED
A40 PHRASE DELETED

009-41 TECHNI CAL MANUAL CONTRACT REQUI REMENT (TMCR) FOR A TOPI CALLY
STRUCTURED MANUAL; PROVI DE

NOTE: USE FOR NEW M LI TARY TECHNI CAL MANUALS FOR NON- COWPLEX
EQUI PMENT BEI NG PROCURED TO M LI TARY SPECI FI CATI ONS.
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Acconplish the requirements of 009-41 of 2.1.

A4l

009-42 TECHNI CAL MANUAL CONTRACT REQUI REMENT ( TMCR) FOR UPDATI NG TECHNI CAL
MANUALS; PROVI DE

NOTE: USE FOR UPDATI NG EXI STI NG NAVSEA TECHNI CAL MANUALS (I NCLUDI NG
SHI P'S SELECTED RECORD DATA) TO REFLECT CHANGES | N HARDWARE
CONFI GURATI ON.

Acconplish the requirements of 009-42 of 2.1.

A42

009- 43 LI GHT- OFF ASSESSMENT (LOA) SUPPORT FOR STEAM PROPULSI ON SYSTEM
PROVI DE

Acconplish the requirements of 009-43 of 2.1.

A43

009- 44 LI GHT- OFF ASSESSMENT (LQOA) SUPPCORT FOR GAS TURBI NE PROPULSI ON SYSTEM
PROVI DE

Acconplish the requirements of 009-44 of 2.1.

Ad4

NOTE: FOR STANDARD | TEMS 009-45, 009-46, 009-47, 009-48, 009-50,
009-51, 009-52, 009-53, 009-55, AND 009-96, VALVE REMOVAL AND
REI NSTALLATI ON SHALL BE SPECI FI ED I N THE | NVOKI NG WORK | TEM

009- 45 TAPERED PLUG VALVE; REPAIR

NOTE: A45b SHALL BE A SUBPARAGRAPH TO A45a.

FOR SHOP REPAI R AND TEST.

TEST PRESSURE FOR SEAT TI GHTNESS SHALL BE SPECI FIED I N THE
I NVOKI NG WORK | TEM

Acconplish the requirements of 009-45 of 2.1 for each plug valve listed in
, using 2.__ for guidance.

Ad5a
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The seat tightness test pressure is PSI G

A45b

009- 46 BUTTERFLY VALVE, SYNTHETI C AND METAL SEATED, REPAIR

NOTE: A46b SHALL BE A SUBPARAGRAPH TO A46a.

FOR SHOP REPAI R AND TEST.

TEST PRESSURE FOR SEAT TI GHTNESS SHALL BE SPECI FIED I N THE
I NVOKI NG WORK | TEM

Acconplish the requirements of 009-46 of 2.1 for each butterfly valve listed
in , using 2.__ for guidance.

Ad6a
The seat tightness test pressure is PSI G

A46b

009- 47 GATE VALVE; REPAIR

NOTE: A47b SHALL BE A SUBPARAGRAPH TO A47a.

FOR SHOP REPAI R AND TEST.

TEST PRESSURE FOR SEAT TI GHTNESS SHALL BE SPECI FIED I N THE
| NVOKI NG WORK | TEM  SHALL NOT BE USED FOR H GH PRESSURE STEAM

VALVES.
Acconplish the requirements of 009-47 of 2.1 for each gate valve listed in
____, using 2. __ for guidance.
Ad7a
The seat tightness test pressure is __ PSIG
A47b
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009- 48 PRESSURE SEAL BONNET VALVE; REPAIR ( SHOP)

NOTE: A48b SHALL BE A SUBPARAGRAPH TO A48a.

FOR SHOP REPAI R AND TEST.

TEST PRESSURE FOR SEAT TI GHTNESS SHALL BE SPECI FIED I N THE
I NVOKI NG WORK | TEM

Acconplish the requirements of 009-48 of 2.1 for each pressure seal bonnet

valve listed in __, using 2. __ for guidance.
Ad8a
The seat tightness test pressure is __ PSIG
A48b

009- 49 PRESSURE SEAL BONNET VALVE; REPAIR (I N-LI NE)

NOTE: FOR I N-LINE REPAIR

OPERATI ONAL TEST OF THE VALVE SHALL BE SPECI FIED I N THE
I NVOKI NG WORK | TEM

Acconplish the requirements of 009-49 of 2.1 for each in-line pressure sea
bonnet valve listed in , using 2.__ for guidance.

A49

009-50 HORI ZONTAL SW NG CHECK VALVE; REPAIR

NOTE: FOR SHOP REPAI R AND TEST.

SHALL NOT BE USED FOR SCUPPER VALVES.

Acconplish the requirements of 009-50 of 2.1 for each check valve listed in
, using 2.__ for guidance.

A50
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009-51 GLOBE, G_LOBE ANGLE, AND GLOBE STOP CHECK VALVE; REPAIR

NOTE: A51b SHALL BE A SUBPARAGRAPH TO A51la.

FOR SHOP REPAI R AND TEST.

TEST PRESSURE FOR SEAT TI GHTNESS SHALL BE SPECI FIED I N THE
I NVOKI NG WORK | TEM

SHALL NOT BE USED FOR HI GH PRESSURE STEAM VALVES.

Acconplish the requirements of 009-51 of 2.1 for each globe valve listed in

., using 2.__ for guidance.

A5la

The seat tightness test pressure is __ PSIG
A51b

009-52 RELI EF VALVE, REPAIR

NOTE: A52b- A52d SHALL BE SUBPARAGRAPHS TO A52a.

FOR SHOP REPAI R AND TEST.

TEST MEDI UM AND TEST PRESSURE FOR SEAT TI GHTNESS AND VALVE
LI FTI NG SHALL BE SPECI FI ED I N THE | NVOKI NG WORK | TEM

SHALL NOT BE USED FOR BO LER SAFETY VALVES.

Acconplish the requirements of 009-52 of 2.1 for each relief valve listed in
, using 2.__ for guidance.

A52a

The test nmediumi s

A52b

The seat tightness test pressure is __ PSIG
A52c

The lifting pressure is __ PSIG

A52d
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009-53 BOLTED BONNET STEAM VALVE; REPAIR ( SHOP)

NOTE: A53b SHALL BE A SUBPARAGRAPH TO A53a.

FOR SHOP REPAI R AND TEST.

TEST PRESSURE FOR SEAT TI GHTNESS SHALL BE SPECI FIED I N THE
I NVOKI NG WORK | TEM

Acconplish the requirements of 009-53 of 2.1 for each bolted bonnet steam

valve listed in __, using 2. __ for guidance.
A53a
The seat tightness test pressure is __ PSIG
A53b

009- 54 BOLTED BONNET STEAM VALVE; REPAIR (I N-LI NE)

NOTE: FOR I N-LINE REPAIR

OPERATI ONAL TEST OF THE VALVE, | NCLUDI NG BYPASS VALVE, SHALL
BE SPECI FI ED I N WORK | TEM

Acconplish the requirements of 009-54 of 2.1 for each in-line bolted bonnet
steamvalve listed in , using 2.__ for guidance.

A54

009- 55 REGULATI NG REDUCI NG VALVE; REPAIR

NOTE:  A55b- A55¢c SHALL BE SUBPARAGRAPHS TO A55a.

FOR SHOP REPAI R AND TEST.

TEST MEDI UM AND TEST PRESSURE FOR VALVE | NLET AND REGULATED
PRESSURE/ TEMPERATURE SHALL BE SPECI FI ED I N THE | NVOKI NG WORK
| TEM

NOTE: A55a- A55¢ SHALL BE USED FOR PRESSURE REGULATORS/ REDUCERS ONLY.

Acconplish the requirements of 009-55 of 2.1 for each regul ati ng/reduci ng
valve listed in , using 2.__ for guidance.

A55a
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The test nmediumis

A55b

The regul ated pressure is __ PSIG
A55c

NOTE: A55e- A55f SHALL BE SUBPARAGRAPHS TO A55d.

A55d- A55f SHALL BE USED FOR TEMPERATURE REGULATORS ONLY.

Acconplish the requirements of 009-55 of 2.1 for each regul ati ng/reduci ng
valve listed in , using 2.__ for guidance.

A55d

The test mediumis

Ab5e

The regul ated tenperature is __ degrees Fahrenheit.

A55f

009- 56 BAO LER WET LAY- UP; ACCOWPLI SH
Acconplish the requirements of 009-56 of 2.1 for

A56

009- 57 REDUCTI ON GEAR SECURI TY REQUI REMENTS; ACCOVPLI SH

NOTE: A57 TO BE I NVCKED AS 3.1 IN WORK | TEMS WHERE REDUCTI ON GEAR
SECURITY IS AFFECTED.

Acconplish the requirements of 009-57 of 2.1.

A57

009- 58 PUVP AND DRI VER SHAFT ALI GNMVENT; ACCOWVPLI SH

NOTE: A58 TO BE | NVOCKED ANY TI ME THE ROTOR OF A PUMP OR DRI VER
(MOTOR/ TURBI NE) 1S DI STURBED FOR REPAI R OR REPLACEMENT.

Acconplish the requirements of 009-58 of 2.1 for
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A58

009- 60 PHRASE DELETED

009- 62 BO LER HANDHCLE AND MANHOLE SEATS AND PLATES; | NSPECT

NOTE: | NSERT EQUI PMENT TECHNI CAL MANUAL | N REFERENCES.

Acconplish the requirements of 009-62 of 2.1 for

A62

009- 63 LUBRI CATI NG O LS AND HYDRAULI C FLUI DS; ANALYZE

NOTE: A63b shall BE A SUBPARAGRAPH TO A63a.

SPECI FY QUANTI TY AND TYPE OF SAMPLE.

Acconplish the requirements of 009-63 of 2.1.

A63a

Test and analyze __ sanples.

A63b

NOTE: A63c WLL BE A SUBPARAGRAPH TO A63a- A63b, AS APPLI CABLE.

SPECI FY THE LOCATI ON FROM WHI CH SAMPLES OF LUBRI CATI NG OR
HYDRAULI C FLUI DS ARE TO BE TAKEN.

Take a sanple from ___ in accordance with ASTM D4057.

A63c

009- 66 LI GHT- OFF ASSESSMENT (LQA) SUPPORT FOR DI ESEL PROPULSI ON SYSTEM
PROVI DE

Acconplish the requirements of 009-66 of 2.1.

A66

009- 67 PHRASE DELETED
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009- 68 BOLTED BONNET VALVE; REPAI R

NOTE: FOR I N-LINE REPAIR

OPERATI ONAL TEST OF THE VALVE SHALL BE SPECI FIED I N THE
I NVOKI NG WORK | TEM

Acconplish the requirements of 009-68 of 2.1 for each in-line bolted bonnet
valve listed in , using 2.__ for guidance.

AG8

009-71 TESTI NG REQUI REMENTS FOR PI PI NG SYSTEMS; ACCOWPLI SH

NOTE: | NVOKE A7la FOR NON- PRESSURI ZED SYSTEMS ONLY.

Acconplish the requirements of 009-71 of 2.1 for new and di sturbed piping.
A7la

NOTE: A71b-A71g ARE FOR USE W TH REDUCED OR HI GH ENERGY SYSTEMS.
CONTRACTOR MAY OPTI ON TO ACCOWPLI SH A HYDROSTATI C TEST IN LI EU
OF OPERATI NG PRESSURE TEST. TEST PRESSURE AND TEST MEDI UM
SHALL BE LI STED.

Acconplish the requirements of 009-71 of 2.1 for new and di sturbed piping.
A71b

Test pressure shall be PSI G using clean, fresh water, when the
hydrostatic test option is sel ected.

A7lc

Acconplish the requirements of 009-71 of 2.1 for new and di sturbed piping.

A71d
Test pressure shall be PSI G, using feedwater conformng to Paragraphs
220-22.16 through 220-22.22 of 2.__, when the hydrostatic test option is
sel ect ed.
A7le

Acconplish the requirements of 009-71 of 2.1 for new and di sturbed piping.

A7 1f
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Test pressure shall be PSI G, using , when the hydrostatic test
option is selected.

A71g

NOTE: A71H A71k ARE FOR USE W TH H GH ENERGY SYSTEMS. PLANNER MJST
USE TH S PHRASEOLOGY WHEN A HYDROSTATI C TEST | S REQUI RED (NSTM
505) AS IN THE CASE OF THE EXCLUSI ONARY PI PI NG SYSTEMS AND
VHEN NEW PI PI NG, COVPONENTS, AND VALVES ARE BEI NG | NSTALLED.
TEST PRESSURE AND TEST MEDI UM SHALL BE LI STED (A71le- A71g).

Acconplish the requirements of 009-71 of 2.1 for hydrostatic test, using
clean, fresh water at PSI G

A71h

Acconplish the requirements of 009-71 of 2.1 for hydrostatic test, using
f eedwat er at PSI G

A71i
Feedwat er shall conformto Paragraphs 220-22.17 through 220-22.22 of 2. .
A71j

Acconplish the requirements of 009-71 of 2.1 for hydrostatic test, using
at PSI G

A71k

NOTE: USE A71l FOR AR TEST OF CRITI CAL SYSTEMS

Acconplish the requirements of 009-71 of 2.1 for new and di sturbed
pi pi ng, using clean, dry air at PSI G

A71l

009-75 Cl RCU T BREAKER; REPAI R

NOTE: | NSERT EQUI PMENT TECHNI CAL MANUAL | N REFERENCES

Acconplish the requirements of 009-75 of 2.1 for , using 2. for
gui dance.
A75 MONEY PHRASE MOVED TO B50
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009- 76 WAVEGUI DE AND TRANSM SSI ON LI NE TEMPCRARY LAY- UP, PRESSURI ZATI ON, AND
PURG NG ACCOWPLI SH

Acconplish the requirements of 009-76 of 2.1 for

A76

009- 77 PHRASE DELETED

009- 78 PASSI VE COUNTERMEASURES SYSTEM MATERI AL REQUI REMENTS; ACCOWPLI SH
Acconplish the requirements of 009-78 of 2.1.

A78

009- 82 PHRASE DELETED

009- 83 PHRASE DELETED

009- 85 GOVERNMENT SPONSORED PLANNI NG YARD/ CONFI GURATI ON DATA MANAGER ( CDM
ON- SI TE REPRESENTATI VE FACI LI TY; PROVI DE

Acconplish the requirements of 009-85 of 2.1.

A85

009- 86 PHRASE DELETED

009- 87 PHRASE DELETED

009- 89 PHRASE DELETED

009-90 TECHNI CAL REPRESENTATI VE; PROVI DE

NOTE: USE A90b AND A90c AS SUBPARAGRAPHS TO A90a WHEN TECHNI CAL
SUPPORT, SPECI AL TOOLS, AND/ OR EQUI PMENT ARE REQUI RED.

Acconplish the requirements of 009-90 of 2.1.

A90a
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Provi de the services of a techni cal representative to
A90b
Acconplish the requirements of 009-90 of 2.1 for

A90c

009-91 PROPELLER | N- PLACE | NSPECTI ON; ACCOWPLI SH
Acconplish the requirements of 009-91 of 2.1 for equipnment listed in

A91

009-92 RESI LI ENT MOUNT; | NSTALL

NOTE: | NSERT EQUI PMENT TECHNI CAL MANUAL.

Acconplish the requirements of 009-92 of 2.1 for equipnment listed in ,
using 2. __ for guidance.

A92

009- 96 BALL VALVE; REPAIR

NOTE: A96b SHALL BE A SUBPARAGRAPH TO A96a.

FOR SHOP REPAI R AND TEST. TEST PRESSURE FOR SEAT Tl GHTNESS
SHALL BE SPECI FIED I N THE | NVOKI NG WORK | TEM

Acconplish the requirements of 009-96 of 2.1 for each ball valve listed in

____, using 2. __ for guidance.

A96a

The seat tightness test pressure is __ PSIG
A96b

009- 98 MONEL FASTENERS; | NSPECT
Acconplish the requirements of 009-98 of 2.1.

Rermove existing and install new up to percent of fasteners.
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A98
009- AA VI BRATI ON TESTI NG AND ANALYSI S; ACCOWPLI SH
Acconplish the requirements of 009-AA

AAA

009-BB  THERMAL SPRAYED COATI NGS FOR MACHI NERY COVPONENT REPAI R; ACCOWVPLI SH

NOTE: USE WHEN THERVAL SPRAY COATI NG MACHI NERY COVPONENTS.

Acconplish the requirements of 009-28 of 2.1 for

ABB
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